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FP3
Single or Double pole Manual Call Point

Technical data

Code Description
FP3/RD FP3 Surface Call Point RED

FP3/GR FP3 Surface Call Point Green

FP3/GR/DP FP3 Surface Call Point Green Double Pole

FP3/COVER FP3 Clear Cover

FP3/GLASS FP3 Spare Glass

The FP3 is available in red or green to suit applications.  Red is available as single pole

and is certified to EN54-11 and CPR.  The green is available in single, double, triple pole and

as a triple pole with buzzer.  

Single Pole Red or Green Double Pole Green Only

Operating element: Resetable element (plastic)

Switch type: Single Changeover Double Pole Changeover

Operation voltage: 12/24 vDC

Contact Rating: 15A 125/250V AC 

LED indication: Red LED

Terminal type: 2.5mm insertion type

IP Rating: IP44 for indoor use only

Temperature range: -100C - +550C

Materials: Case ABS, Operating element PC

Size: 82 x 82 x 60mm (inc. Back Box)

Product codes
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Key resettable

Red - jumper selectable EOL 470-680 Ohms.

Green - used for applications such as Access Control

Lift up cover available

Red - CPR Certified

Spare key available
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FP3 Triple Pole &
FP3 Triple Pole with Buzzer

also available from

www.cqr.co.uk

https://twitter.com/_CQR
http://www.linkedin.com/company/cqr-fire-and-security
https://www.facebook.com/pages/CQR-Fire-Security/261143883926076
http://www.youtube.com/user/cqrfireandsecurity
http://www.cqr.co.uk

