
 
 
 

UM11D & UM11D-50 

Panic Buttons 

 

Key Features include: 
 
 Quick and easy to install 
 Robust construction 
 Micro-switch protection against opening 
 Visible confirmation of activation 
 Single action operation 
 Surface or flush mounting options 
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Dimensions 
UM11D - 82 x 82 x 30mm (L x W x H) 
UM11D-50 - 82 x 82 x 5mm (L x W x H)          
  
Description 
The UM11D series are used to signal hold up or panic alarms. By pressing the centrally located paper seal, the release of 
the spring-loaded button will rupture the paper seal, providing visual confirmation of the activation of the device. The 
UM11D series are protected against opening of the main body of the button, by an internal micro-switch, which provides a 
changeover contact. Each panic button is supplied with 5 paper seals. 
 
UM11D 
The panic buttons consist of the following component parts; 

a) The inner plate, which houses the micro-switches and cable connection terminals. 
b) A middle plate, which secures the device to the back box. 
c) The outer housing complete access to the paper seal. 
d) Back box for surface mounting. 
e) Cable strain relief and cable grommets.  

 
UM11D-50 
The panic buttons consist of the following component parts; 

a) The inner plate, which houses the micro-switches and cable connection terminals. 
b) A middle plate, which secures the device to the back box. 
c) The outer housing complete access to the paper seal. 
Note: flush mounting wall box is not supplied as part of this deliverable. 
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 Technical data 

UM11D       UM11D-50 

Contacts (All) 
- Type 
- Rating 

 
Changeover 

Max 24Vdc @ 50mA 

Cable connection Screw clamp terminals 

Opening protection 1 x changeover for inner cover 

Construction 
- Housing material 
- Colour 

 
ABS 
White 

Environmental 
- Operating temperature 
- Environmental Class 

 
 -10 … +55 °C 

II 

Installation Surface mounting  Flush Mounting 

Standard VdS Class C  
VSO 

 TBC 

 
 
 Accessory    

Type Art.-No. Description Quantity 

UM11D-PS N24205-A333-A307 Paper seal for UMD11 100 pieces 

    

 Ordering information    

Type Art.-No. Description Weight 

UM11D VDE6:9909910013 Panic Button surface mounting 0.09Kg 

UM11D-50 VDE6:9909850013 Panic button recess mounting 0.071Kg 

 
 
 
 
 
 
 
 

 
 

Issued by 

Vanderbilt 
Clonshaugh Business and Technology Park 
Clonshaugh 

Dublin 17 
Irelandwww.vanderbiltindustries.com  

 
                                                                     Data and design subject to change without notice. 
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