
SYSTEMY LINIOWE A/B
WAL 165 - A / B jest zaopatrzony w dwie niezaleýnie pracujàce linie nagùoúnienia 
transformatory / gùoúniki co pozwala na zasilanie z dwóch osobnych przewodów. 
Dziæki moduùom gùoúników serii A/B zarówno linia A jak i B dziaùajà w 
niezaleýnych punktach montaýowych. W przypadku awarii jednej z linii druga 
moýe pracowaã dziæki czemu utrzymany jest poziom bezpieczeñstwa.

A/B LINE-SYSTEMS
The WAL 165 - A/B is equipped with two independent 
transformer/loudspeakercombinations and allows loudspeaker’s supply by two 
different wires. By the traditional alternating division of the loudspeakers in the A- 
and B- line, the breakdown of one line causes an unsupplied area between the next 
active loudspeaker of the redundancy. Using the loudspeakers of the A/B series the 
A- as well as the B- line is existing in every mounting position. Accordingly the 
level loss in the considering area is lighter. If one line fails there will be a higher 
comprehensibility of speech and security compared to an lternating configuration.
Characteristic for the attractive WAL series is the premium MDF-wood
housing whose robustness is featured by the IP 54 degree of protection.

oznaczenie / type WAL 165/6 - A/B  

moc nominalna / Loading rate: 6 Watt

Typ g³oœnika / Chassis-type: 2 x 164/69 mm szerokopasmowy / 2 x 164/69 mm full range

Zakres czêstotliwoœci / Frequency 

range (-10dB): 110 - 16 900 Hz

SPL 1W / 1m: 92,8 dB

SPL Pmax / 1m: 106,8 dB

K¹t emisji / Radiation angle 1.000 

Hz (-10dB): 180°

Typ transformatora / Transformer: 100 V, 2 x 6/3/1,5 Watt

Wymiary / Dimensions: 253 x 193 x 83 mm

Waga / Weight: 1,8 kg

Materia³ / Material: MDF / MDF - wood housing

Ochrona / Protection IP 54

Z³¹cze / Connection: 

2 x 2-stykowe ³¹cze samozaciskowe / 2 x 2-pole compression 

clamp

Kolor / Colour: RAL-9010 Bia³y / RAL-9010 White

VPE / Packing unit: 8

Dane techniczne / Specifications
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